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DATA PROVIDED ON THIS TECHNICAL DATA SHEET CORRESPOND TO OUR BEST KNOWLEDGE AND EXPERIENCE. HOWEVER THE RESPONSIBILITY OF FINAL RESULTS OF COATING SYSTEM 
RESTS ENTIRELY WITH THE USERS, WHO SHALL MAKE SURE THAT THE PRODUCT IS IN COMPLIANCE WITH  THE REQUIREMENT  OF THE APPLICATION SYSTEM, THE SUBSTRATES USED AND 
THE WORKING CONDITIONS.  

  

 XC---M161/----- 
 

CATALYSEUR EPOXYDIQUE – NON JAUNISSANT 
 

Caractéristiques principales du produit : 

XC---M161 est un catalyseur pour vernis époxydiques conçu pour les cycles sans solvant.  
XC---M161 offre une résistance élevée au jaunissement de l’ouvrage final. 

 
 

 

Caractéristiques physico-chimiques 

Extrait sec (%) 100 

Poids spécifique (g/cm3) 0,94 ± 0,03 
 
 
 

Notes et avertissements 

Péremption : 12 mois. 
Ne pas utiliser à des températures au-dessous de 10°C. 
Conserver le produit dans ses récipients originaux fermés hermétiquement. 
Ne pas conserver le produit dans des récipients en métal. 
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